KATSAYSBYE

INITIAL HINTS & TIPS

For Installing Composite Cladding
Joists must be laid on a solid
flat surface such as a brick
wall. Without this it will cause
movement and be potentially
dangerous.

Always pre-drill composite
wood products. If you don’t
you risk damaging the
product over time.

When constructing cladding
vertically, insure to use a
metal drip plate to prevent
panels from sliding down.

Joists must be set to not
more than 500mm centres.
If not boards may warp or
move. Composite boards
need to be supported across
their length.

Ends of cladding panels must
be supported and not have
an overhang of more than
10mm. If not boards will
move or be damaged.

Butted boards must be
installed as per drawing over
sheet. If not boards may warp
or crack under pressure.

INSTALLATION MANUAL
For Composite Cladding
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IMPORTANT
When fitting your boards, the woodgrain
effect side is designed to be fit facing
outwards so all fixings are hidden.

STARTER CLIP

Starter Clips

SCREWING THE BATTENS

CONCEALED CLIP

1. Fix minimum 120mm wide battens at 500mm centres
on a flat surface using expansion screws. Battens should
be the opposite way to the intentions of the cladding.
2. Fix Starter Clips to the battens at least 16mm from
edges. Ensure the cladding will be level prior to fixing.

LOCKING CONCEALED CLIP

3. WPC boards will expand & contract at a rate of around
0.3% to 0.5% of the boards length.

HORIZONTAL LAYOUT
This option is suitable for horizontally clad
installations where expansion at either end of
the board is to be equidistant.

VERTICAL LAYOUT
This option is suitable for vertically clad installations
where expansion can be allowed for at the top of the
fascia.
A metal drip tray is recommended to prevent boards
from sliding down.

INSTALLATION MANUAL
For Composite Cladding
Starter Clips

Always Pre
Drill

Starter Clips
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90° CORNER ANGLE

BUTTING BOARDS TOGETHER

4. Leave a 15mm gap between the final cladding board
and edge. Screw the 90° Angle into place as shown
above. Screw holes must always be pre drilled at 90%
of width of screw.

5. Leave a 40mm gap between the butting of boards.
Slot the cover in the centre of the gap and screw in
place as shown above. Use sealant if required.

